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System Requirements 

PDA Configuration (Client site)  

  Component Requirements 

OS Microsoft ® Pocket PC Version 3.0 or higher 

RAM 9 MB (Including .NET Compact Framework) 

Network TCP/IP protocol 

Wireless 802.11(a,b,g) Bluetooth (with BT Network 
Access connection) 

   

Desktop PC (Server site)  

  Component Requirements 

OS Microsoft Windows Me, 2000, XP, Server 2003 
with .NET Framework 1.1 preinstalled 

CPU Pentium II or better 

Network TCP/IP compatible Network Card, TCP/IP 
protocol 

Wireless 802.11(a,b,g) Bluetooth (with BT Network 
Access connection) 

Hard Drive 10 MB (not including .NET Framework 1.1) 
 
 
Important: 
It is important that you have a network card and TCP/IP protocol installed in your 
system. If you do not have a network card and you use “Total Input” with wired 
connection, then you could install the “Microsoft Loopback Adapter” (see installation 
section for more details). 
 
Make sure that your PDA and Desktop PC have different names. 
 
 
Installation 
 
Important: 
You have to have the “.NET Framework ver. 1.1” installed on you Desktop PC before 
you run “Total Input” setup. Download and install the “.NET Framework ver. 1.1” from 
Microsoft web site at: http://microsoft.com/downloads/details.aspx?FamilyId=262D25E3-
F589-4842-8157-034D1E7CF3A3&displaylang=en 



 
 
 
 
Installing “ Total Input”: 
 

1. Unzip TotalInput.zip file to you hard drive. 
2. Run Setup.exe 
3. Read EULA and select “I Agree” radio box if you agree with the License 

Agreement. Click “Next>” button (Figure 1). 
 

 

 
 

Figure 1. 
 

4. Select installation folder.  Click “Next>” button (Figure 2). 
 



 
 

Figure 2. 
 

5. Choose “Server application (PC components)” to install Server site components 
to your Desktop PC. Choose “Client application (PDA components)” to install 
Client components to your Pocket PC.  Choose “Compact Framework ver. 1.1" if 
it is not yet installed on your PDA device. Click “Next>” button (Figure 3). 

 



 
 

Figure 3. 
 

6. Choose “Auto Start” if you want the “Total Input” Server application start 
automatically when Microsoft Windows © stars. Click “Next>” button (Figure 4). 

 



 
 

Figure 4. 
 
 
7. Confirm Installation. Click “Next>” button (Figure 5). 

 



 
 

Figure 5. 
 

8. Install the .NET Compact Framework if it was selected for installation (Figure 6). 
 



 
Figure 6. 

 
 
9. Install the Total Input if it was selected for installation (Figure 7). 



 
 

Figure 7. 
 

10.  Installation Complete (Figure 8).  



 
 

Figure 8. 
 
 
Run the Total Input Server by clicking on “Total Input Server” icon located on your 
Desktop or under “Start – Programs – Total Input”. 
 
Activate wireless connection on you PDA Device. 
Run the Total Input on your PDA by clicking on “Total Input” icon located in “Start – 
Programs”. 
 
 
Installing “Microsoft Loopback Adapter”: 
 

1. Go to “Start – Settings – Add/Remove Hardware” 
2. Select “Add/Troubleshoot a device and click “Next >” (Figure 1).  

 



 
 

Figure 1. 
 

3. Select “Add new Device” and click “Next >” (Figure 2). 
 

 



 
Figure 2. 

 
4. Select “No, I want to select the hardware from a list” and click “Next >” (Figure 3). 

 

 
 

Figure 3. 
 

5. Select “Network adapters” and click “Next >” (Figure 4). 
 



 
 

Figure 4. 
 
 
 

 
6. Select Manufacturers “Microsoft” and Network adapter “Microsoft Loopback 

Adapter” and then click “Next >” (Figure 5). Follow the Installation process. 
 



 
 

Figure 5. 
 
 

Important: 

After installation reboot your computer. 

 


